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Safety Precaution:  Read and follow all safety and operation instructions.
Warning: Face & eye protection must be worn while operating power tools, per ANSI B186.1.
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1/2" (13 MM) RATCHET WRENCH
Model No. 5013
• Steel angle head
• Aluminum housing
• Ergonomic Composite Grip
• Grade 5 bolt capacity: 7/16" (11 mm)
• Drive size: 1/2" (13 mm)
• Maximum torque: 50 ft lb (68 Nm)
• Free speed: 185 rpm
• Weight: 2.6 lb (1.2 kg) 
• Length: 10.8" (274 mm)
• Air inlet size: 1/4" NPT
• Recommended hose size: 3/8" (10 mm) 
• Air Consumption: 3 cfm (85 l/s avg.) – 12 cfm (340 l/s) max.

3/8" (10 MM) RATCHET WRENCH
Model No. 5007
• Steel angle head
• Aluminum housing
• Ergonomic Composite Grip
• Grade 5 bolt capacity: 5/16" (8 mm)
• Drive size: 3/8" (10 mm)
• Maximum torque: 20 ft lb (27 Nm)
• Free speed: 265 rpm
• Weight: 1.3 lb (0.55 kg) 
• Length: 6.6" (168 mm)
• Air inlet size: 1/4" NPT
• Recommended hose size: 3/8" (10 mm) 
• Air Consumption: 1.4 cfm (37 l/s) avg. – 5.2 cfm (147 l/s) max.

3/8" (10 MM) RATCHET WRENCH
Model No. 5011
• Steel angle head
• Aluminum housing
• Ergonomic Composite Grip
• Grade 5 bolt capacity: 7/16" (11 mm)
• Drive size: 3/8" (10 mm)
• Maximum torque: 50 ft lb (68 Nm)
• Free speed: 185 rpm
• Weight: 2.6 lb (1.2 kg) 
• Length: 10.8" (274 mm)
• Air inlet size: 1/4" NPT
• Recommended hose size: 3/8" (10 mm) 
• Air Consumption: 3 cfm (85 l/s) avg. – 12 cfm (340 l/s) max.

1/4" (6 MM)  RATCHET WRENCH
Model No. 5009
• Steel angle head
• Aluminum housing
• Ergonomic Composite Grip
• Grade 5 bolt capacity: 5/16" (8 mm)
• Drive size: 1/4" (6 mm)
• Maximum torque: 20 ft lb (27 Nm)
• Free speed: 265 rpm
• Weight: 1.5 lb (0.5 kg) 
• Length: 6.6" (168 mm) 
• Air inlet size: 1/4" NPT
• Recommended hose size: 3/8" (10 mm)
• Air Consumption: 1.2 cfm (37 l/s) avg. – 5.2 cfm (147 l/s) max.




